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TEC FLOOR HD F

TEC Floor HD F is a ready-to-use surface hardener for concrete made with selected aggregates (Silica,
Basalt), cement, and additives. It is an economical floor hardener recommended for internal and external
use. With its high abrasion resistance and strength, TEC Floor HD F is a heavy-duty, non-dusting
concrete surface hardener particularly recommended for heavy traffic floors.

SCOPE OF USE

Parking areas
Auto show rooms
Warehouses
Industrial floors
Corridors

Lobbies & waiting rooms

TECHNICAL PROPERTIES

Grey
GRAIN SIZE <4 mm
POWDER DENSITY 1.4 kg/m3
ABRASION RESISTANCE 0.99 mm/1000 rev

COMPRESSIVE STRENGTH (ASTM C
)

7 days: 45 MPa

FLEXURAL STRENGTH (ASTM C 580) 28 days: 7 N/mm?

AVERAGE CONSUMPTION

- 2 /5. 2
(MODERATE / HEAVY TRAFFIC) 2.5-5 kg/m?/'5-7 kg/m

APPLICATION GUIDE

1. Substrate Preparation



For a good aspect, the fresh concrete must not contain too much air or water. Joints should be created regularly to
prevent cracks, usually every 25 m2. Before applying TEC Floor HD F, the concrete should be leveled and excess water
removed.

2. Product Preparation & Application

When the concrete is prepared, spread TEC Floor HD F regularly on the surface, keeping the quantity per m2 consistent.
Spread two-thirds of the needed quantity, wait until it gets wet in contact with the concrete, then spread the remaining
one-third. Immediately use a power float or trowel to obtain the requested smooth finish.

PACKAGING & STORAGE

« Packaging: Original reference: 25 kg/bag.

e Storage Conditions: Store under cover, in dry conditions, away from humidity, and protected from extreme
temperatures and direct sunlight.

e Shelf Life: 12 months after manufacturing date in original, unopened packaging.

HEALTH, SAFETY & CAUTIONS

The product contains cement powders which, when mixed with water, release alkalis that could be
harmful to the skin.

« Protective Gear: Apply in a well-ventilated area and wear protective gear for hands, eyes, and respiratory system;
avoid dust inhaling.

¢ Skin & Eye Contact: Splashes on the skin should be washed away with soap and water. In case of contact with
eyes, wash thoroughly with clean water.

¢ Ingestion: If swallowed, do not induce vomiting. Seek medical attention.
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Disclaimer: Pro-Tec makes every effort to ensure that any advice, suggestions, or information it provides is reliable and accurate. It
cannot assume any direct or indirect liability arising from the use of its goods since it has no direct or continuous control over where or
how its products are used, whether or not in line with any advice, specification, suggestion, or information provided by us. Pro-Tec has
the right, at its discretion, to alter any of the parameters included in the technical data sheets without previous notice. Hard copies of the
technical data sheets are printed once or twice a year, while our technical data sheets are constantly updated as a result of R&D
advancements and fresh third-party testing; please visit our website for the most recent updates.

Note: The information included on this Technical Data Sheet is the sole property of Pro-Tec. The unauthorized disclosure, use,
dissemination, or copying (either whole or partial) of this data sheet or any information it contains is prohibited and subject to legal
pursuit.



